Europe: +49 /7731 8399 0

-
.'l_’ stundex USA:  +1/508 295 0771
m Asia:  +852 /2955 1682

| Email: info@standexmeder.com
| Email: salesusa@standexmeder.com

| Email: salesasia@standexmeder.com

Iltem No.:
2253711054

ltem:
MKO05-1A66C-500W

MKO05-1A71C-500W

Dimensions mm[inch] Isometric
Ef'@' tolerances acc. to DIN ISO 2768-m Scale 1:2
Toleranzen gem. DIN ISO 2768-m MaBstab 1:2
500 15
[19,69 £0,197] .
Y
\\
( MEDER A
S \y MKOS-1AB6C- 500W YM/P R
5 ) 4
+1
= O
Housing Cable Schematic Mazkirt‘gENGOOGZIf tory cod
according to actory coae
f;?;cc;klggelilmigxz(iaﬁmqmm gem. EI\?GOOGZ/Feﬁigungssgﬂe
Terminals/Connector _
Ends tinned
j Enden verzinnt MEDER — —
] MKO5-1A66C- 500W YM /P
‘"o
290 17
Magnetic properties Conditions Min Typ Max Unit
Pull in at 20°C 32 63 AT
Test equipment KMS-14, SA002+PK002
Special Product Data Conditions Min Typ | Max Unit
Contact - form A-NO
Contact rating »:gty tE (e:xf:?egg itrr]1aetiiro i?]gii/?éfafmax,'s 10 W
operating voltage DC or Peak AC 180 vV
operating ampere DC or Peak AC 1,25 A
Switching current DC or Peak AC 0,5 A
Sensor-resistance measured with 40% overdrive 290 mOhm
Housing material PBT glass fibre reinforced
Case color white
Sealing compound Polyurethan
Environmental data Conditions Min Typ Max Unit
Operating temperature cable not moved -30 70 °C
Operating temperature cable moved 5 70 oC
Storage temperature -30 70 °C
Cable specification Conditions Min Typ Max | Unit
Cable typ flat cable
Cable material PVC
Cross section [mm?] 0,14
General data Conditions Min Typ | Max | Unit
Mounting advice over 5m cable, a series resistor is recommended.
mounting advice 1 Decreased switching distances by mounting on iron
mounting advice 2 Magnetically conductive screws must not be used
tightening torque Scrow M3 150 1207 | 0,5 | Nm
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